£ SHEIIY 10V ITIICAROE O 4 AL ENAOSEEUT 15 ITALCATCU DY
A.  one white light and three red lights

B. four red lights

C. onered light and three white lights

Except in Alaska, during what time period should position lights be on?
A.  End of evening civil twilight to beginning of morning civil twilight
B. 1 hour after sunset to | hour before sunrise

C. Sunset to sunrise

What aircrafi mspections are required for rental aircraft also used for flight instruction?
A, Annyal & 100 hour inspections

BE. Biennial & 100 hour ingpections

C. Annual & 50 hour inspections

Which incident requires an immediate notification be made to the nearest NTSB field office?
A.  An overdue ajircraft that is believed to be involved in an accident

B. An in-flight radio communications failure

C. Anin-flight generator or alternator failure

Prior to each flight, the PIC must
A. calculate weight & balance to determine if the CG is within limits

B. check the personal logbook for appropriate recent experience
C. become familiar with all available information concerning that flight

Except when necessary for takeoff and landing, an aircraft many not be operated closer than what distance
from any person, vessel, or structure?
A. 700 feet B. 500 feet C. 1,000 feet

The VFR weather minimums for Class B airspace is:

A. 500 below, 1000" above, 2000' horizontal, 3 miles visihility.
B. Same as it was for TCA's

C. clear of clouds, 3 miles visibility.

When approaching taxiway holding lines from the side with the continuous lines, the pilot:
A.  should not cross the lines without ATC clearance

B. may continue to taxi

C. should continue to taxi until all parts of the aircraft have crossed the lines

The takeoffs and landings required to meet the recency of experience for carrying passengers in & tailwheel
airplane

A. may betouch and go or full stop  C.  must be to a full stop

B. must be touch and go

Class A airspace is the only class of airspace in which VFR operations are not permitted.

A, True B.  False

Mode C transponder capability is required to be operated within nm of Class B airspace.
A, 20 C. 45

B. 30 D. 50

s standard operating practice, all inbound traffic to an airport without a control tower should continuously
or the appropriate facility (CTAF) from a distance of

A. 10 miles
B. 20 miles
C. 25 miles
fter take-off, which airspeed would the pilot use to gain the most altitude, in a given period of time:
A Va B. Vx C. Vy
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